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AQUARELLE WALL AQUARELLE WALL 

Main Product Features
• �Waterproof installation, ideal  

for wet domestic applications

• �Fresh colours and modern designs

• �Unique wetroom concept: matching 
floors, walls, borders and accessories 
available (compatible with Granit  
and/or Aquarelle Floor)

• �Hygienic and easy to maintain

Surface Treatment

Sustainability Tag

Recyclable 

100%

   

(1)

* except recycled content

*

Better Indoor
Air Quality

*TVOC AT 28 DAYS

< 100 µg /m3

(1) Progressively for all our professional vinyl products during 2014

Logistics Information

Available in rolls 
Rolls length: approx. 35lm

Laying direction:

  
Soft
Aquastone

General Information
Aquarelle Wall

EN 14041:2004

Manufactured by: Tarkett GDL S.A. 
Lentzweiler - LUXEMBOURG 

0131-0031-DoP-2013-07 
http://professionals.tarkett.com

 

Soft - White

 Technical data  Standards Aquarelle Wall 

Classification

Classification EN 259 Heavy duty

Characteristics

Total thickness ISO 24346 (EN 428) 0.92mm

Wear layer thickness ISO 24340 (EN 429) 0.12mm

Total weight ISO 23997 (EN 430) 1 500g/m2

Technical performances

Dimensional stability ISO 23999 (EN 434) Lengthwise: ≤ 0.80% 
Widthwise: ≤ 0.40%

Reaction to fire EN 13501-1
C-s2 d0 on gypsum  
plasterboard and  

on A1 or A2 substrate

Seam strength EN 684 ≥ 150 N/50mm

Acoustical absorption NF EN ISO 354 0.05 (H)

Chemical resistance ISO 26987 (EN 423) Very good resistance

Hygiene — —

The above information is subject to modifications for the benefit of further improvement (01/2014). 

For more detailed technical information, please contact Tarkett. 
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AQUARELLE WALL AQUARELLE WALL  

Main Product Features
• �Waterproof installation, ideal  

for wet domestic applications

• �Fresh colours and modern designs

• �Unique wetroom concept: matching 
floors, walls, borders and accessories 
available (compatible with Granit  
and/or Aquarelle Floor)

• �Hygienic and easy to maintain

Surface Treatment

Sustainability Tag

Recyclable 

100%

   

(1)

* except recycled content

*

Better Indoor
Air Quality

*TVOC AT 28 DAYS

< 100 µg /m3

(1) Progressively for all our professional vinyl products during 2014

Logistics Information

Available in rolls 
Rolls length: approx. 35lm

Laying direction:

  

General Information
Aquarelle Wall

EN 14041:2004

Manufactured by: Tarkett GDL S.A. 
Lentzweiler - LUXEMBOURG 

0131-0031-DoP-2013-07 
http://professionals.tarkett.com
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 Technical data  Standards Aquarelle Wall 

Classification

Classification EN 259 Heavy duty

Characteristics

Total thickness ISO 24346 (EN 428) 0.92mm

Wear layer thickness ISO 24340 (EN 429) 0.12mm

Total weight ISO 23997 (EN 430) 1 500g/m2

Technical performances

Dimensional stability ISO 23999 (EN 434) Lengthwise: ≤ 0.80% 
Widthwise: ≤ 0.40%

Reaction to fire EN 13501-1
C-s2 d0 on gypsum  
plasterboard and  

on A1 or A2 substrate

Seam strength EN 684 ≥ 150 N/50mm

Acoustical absorption NF EN ISO 354 0.05 (H)

Chemical resistance ISO 26987 (EN 423) Very good resistance

Hygiene — —

The above information is subject to modifications for the benefit of further improvement (01/2014). 

For more detailed technical information, please contact Tarkett. 
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